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Utility Tool is applicable to the following operating system:

Microsoft Windows 10 (32 bit/64 bit)

e Microsoft Windows 8 (32 bit/64 bit)

e Microsoft Windows 7 SPI (32 bit/64 bit)

e Microsoft Windows Vista SP2 (32 bit/64 bit)

e Microsoft Windows XP Professional SP3 (32 bit)

e Microsoft Windows Server 2012(64 bit)

e Microsoft Windows Server 2008 R2

e Microsoft Windows Server 2008 SP2(32 bit/64 bit)

e Microsoft Windows Server 2003 R2 SP2(32 bit/64 bit)

Driver version V1.2.3.17




1.Installation of Utility Tool

1.0pen the installation package.

2.Choose “English” and click “OK”.

Select Setup Language X
=  Select the language to use during the
W installation:
English P

Cancel

3.Click “Next”.

o= Setup - PrinterUtilitySetup

Welcome to the
PrinterUtilitySetup Setup Wizard

This will install PrinterUtilitySetup V1. 2.3, 17 on your computer,

It is recommended that you daose all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup,




4.Select destination location to install the Utility Tool. Click “Next”.

&= Setup - PrinterUtilitySetup —

Select Destination Location
Where should PrintertilitySetup be installed?

Setup will install PrinterUtilitySetup into the following folder.,

To continue, dick Mext, If you would like to select a different folder, dick Browse.,

Browse. ..

Atleast 63.5 MB of free disk space is reguired.

5.Select start menu folder. Click “Next”.

&= Setup - PrinterUtilitySetup —

Select Start Menu Folder
Where should Setup place the program's shortouts?

o
d Setup will create the program's shortcuts in the following Start Menu folder.
[

To continue, dick Mext, If you would like to select a different folder, dick Browse.,

Prirter il Browse. .,




6.Click “Install”.

&= Setup - PrinterUtilitySetup —

Ready to Install
Setup is now ready to begin installing PrintertilitySetup on your computer,

Click Install to continue with the installation, or dick Back if you want to review or
change any settings.

Destination location:
C:\Program Files (x8a)\PrinterUtilitySetup

Start Menu folder;
PrinterUtility

< Back Install Cancel




7.Click “Finish”. Utility Tool installed successfully.

&= Setup - PrinterUtilitySetup

Completing the PrinterUtilitySetup
Setup Wizard

Setup has finished installing PrinterUtilitySetup on your
computer, The application may be launched by selecting the

installed icons,

Click Finish to exit Setup.

1 aunch PrinterUtility:




2.Using Utility Tool

A Warning: In different operating system, screen has slight difference. Please

operate it according to the tips. Take POS80B (Windows 10) for example.

® Add printer

1.Click "Add Printer”.

24 Printer Utility -- Version 1.2.3.17 X
Select Language  Help
Printer List:
POSBOA | USB | Auto | | N Prirtter
Modify Printer
Connection Test
Functions

Printer Test .

Manage Images

Code Page Setting

FW Update

Command Test

Download Image In
Compatible Model

Download Fonts

Advanced Settings ...

Close




2.Choose the right printer type and port. Then click “OK”.(Take POS80B for example.)

AddPrinter x
Prirter driver: FOS208 w
PartInfao
Porttype: | USB v

Automatic identification part.

Motes:

oK Cancel




® Modify printer

1.Choose the printer you want to modify in the list. Click “Modify Printer”.

w Printer Utility -- Yersion 1.2.3.17 X

Select Language  Help

Printer List:

POSE0A | USB | Auto | add Prin
POSEOB | USB | POSEOB | izt

Modify Printer

Delete Printer

Connection Test

Functions

Printer Test . Command Test

st T Download Image In
£ £ Compatible Model

Code Page Setting Download Fonts

Advanced Settings ...

FW Update Close




2.Choose the new printer and new port. Then click “OK”.

Select Port
Printer driver: FOS80B
Paortinfo
Fort type:
LISE
Automatic id TCE/IP
CoOM
LPT
Motes:
oK Cancel

3.The new printer added successfully.



® Delete printer

1.Choose the printer you want to delete in the list and click “Delete Printer”.

w Printer Utility -- Yersion 1.2.3.17 >

Select Language  Help

Printer List:

POSEDA | USB | Auto :
HHOA JUSB Aute ) Add Print
POSEOB | TCR/IP | 192.168.0.37,5100 | i

Modify Printer

Delete Printer

Connection Test

Functions
Printer Test .. Command Test
Manape Images Du:rwnlu:l-;d Image In
Compatible Model
Code Page Setting Download Fonts
Advanced Settings ...
FW Update Close

2.Click “Yes”, then the printer is deleted.

o Are you delete?

Yes Mo




® Connection Test

Make sure printer is connected with computer and power on.

1.Choose the printer. Click “Connection Test”.

“r Printer Utility -- Yersion 1.2.3.17
Select Language  Help

Printer List:

POSEDA | USB | Auto _
POSB0A | USB | Auto | Add Print
POSS0B | USB | POSEOB | i

Modify Printer

Delete Printer

Connection Test

Functions

Printer Test .

Manage Images

Code Page Setting

FW Update

Command Test

Download Image In
Compatible Model

Download Fonts

Advanced Settings ...

Close
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2.If the connection is successful, it will appear the following window. If the

connection is unsuccessful, please connect the printer with computer.

pd

Connect success!

0K

Note:

1.Make sure printer is connected with computer and power on.

2.Make sure printer is loaded paper.

3.Before using the following function, carry out the “Connection Test” first.
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® Printer Test

Printer Test contains the below items. Click the button and printer will execute the

appropriate action.

Printer Test >
Open #1 Cash Drawer Open #2 Cash Drawer
Self Test Cutter Test
Prirt Barcode Print Tesd Test
20 Code Test Prirt Available Code Pages
Prirter Status
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e Command Test

In Command Test, you can send commands to printer. Choose the Text or Hex data.

Choose a file from the existing files or input the command in the input box.

Printer Test

Load File{L) Send Option

(O Send By Text
(®) Send By Hex
[ Sending Recycle

Send Interval ms

[] Send And Recive Data
Recive Data Length:

[] Clear After Send

Send(S)

Recive Data: Read

Clear (CL)

Close(C)
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® Manage Images

Choose a image in image list. Click “Print” to print it or click “Delete Image”to delete

it.

Manage your images X

Image List:

Prirt Alignment e

Download(DY)...

Prirt(F)

Delete Image(E)

Delete Al Image

Close
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Click “Download(D)” to download a new image into the printer.

Download image

Download image

Select File{E): Add(a)

Delete(D)

Print preview

"f* Download mode of G Print image after download is completed

Print Alignment w

Close

Note: The total memory is 256K.The each bitmap should be less than 40K.

® Download Image In Compatible Model

Download image in compatible model which uses old command.

® Code Page Setting

Choose the code table from the drop-down menu and click ”Setting”.

Code Page Setting

x

CodeTahble:

Setting

Close
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® Download Fonts

Choose the font from existing files and click “Download”. If you checked “Print
Sample Text After Download”, the printer will print the sample text after

downloading the font.

Download Font To Printer e

Download Font

Select Forts:

Download(D)

Close

® Advanced Settings

Advances Settings contains three items. Click the button and printer will execute the

appropriate action. The change will take into effect after restarting the printer.

Advanced Settings >
Function Setting Reduction Print Setting
DIP Setting Set Paper Width
Fthemet Setting |USB Port Setting
Restore Factory Setting Black Mark Setting
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@ Function Setting

Choose the item and click “Setting(S)”.

Function Settings

Cutted Sounding
(@) Disable
() Use prirter buzzer

() Use printer buzzer and extemal buzzer

Setting(S)

Paper Mear-End Sensor Status

Enahble Digable

Closell)
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€ Reduction Print Setting

Choose the item and click “Setting”.

Reduction Print Setting >
Reduction Of Bxcessive Top Margin: O e
Reduction Of Excessive Bottom Margin: Off £
Reduction Vertical Spacing: MNone e
Reduction Line Feeds: Maone L
Reduction Height Of Barcode: Mone e
Setting Close
@ DIP Settin
Choose the item and click “Set”.
Parameter Settings
Port and switch setting
Part: | ] Memoary Switch Made Set
Printer hardware feature settings
Auto Line Feed Print Label Auto Cutter BUSY Condition
() Disable ® () Disable i) Receive Buffer Ful
() Enable 0 () Enable () Offline
Prirt Density Language Mode
[ 3 () Chinese Japanese, Korean Mode
LEZ o ) Multidanguage Mode
Close

Note: When DIP setting is set in soft, the DIP switch in the bottom of printer is disable.

18




@ Set Paper Width

Choose the item and click “Setting”.

Set Paper Width X

Paper Width:

| 80mm({57Edat) e

Setting Close

@ Ethernet Setting

Choose the item and click “Set”.

Ethernet Setting

Board Type:
Board Soft Version:

Ethemet Setting

DHCP:

|P address:

Subnet mask:

MALC:

Default gateway:

| Ethemet And COM |
|V2.00.05 | Close
Static 1P Model v
o ].[o | 18] [2s5
|255| . [255] 255 [0 |
o ].Jo |.[8].[1 | Set

oi |= 78 | slenl| saedl (A G g

U 2 = LT ML
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@ USB Port Setting

Choose the item and click “Setting(S)”.

USE Port Setting e
IISB Setting
() Virtual Seral Port @ LSE
Setting(S) Close(l}

@ Restore Factory Setting

If you want to restore factory settings, please click “Yes”, otherwise click “NO”.

Maote!

Are you sure restore factory settings?

Yes Mo
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